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Perhaps you want round windows 

or there’s a particular tint or colour 

you have in mind. 

At Trend® we’ll work with you 

to design and build exactly the 

window or windows you have in 

mind. All you have to do is ask.

Trend’s unique Ovolo glazing bar 

system combines the classic 

colonial style characteristics of 

small individual panes of glass 

with all the functionality of modern 

aluminium. Ideal for creating that 

Federation ‘timber framed’ feeling 

Ovolo glazing is an option on most 

types of Trend® windows as well as 

sliding and hinged doors.  

special products

DOUBLE HUNG WINDOWS CASEMENT WINDOWS SLIDING WINDOWS

SLIDING DOORS SLIDING WINDOWS

federation bar layouts

aluminium special products

OPTIONAL OVOLO
GLAZING BAR
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customised windows
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Ensure the correct glass type and window 
rating has been specified for the  
particular application.

When fixing frames follow these simple steps:

1.	 Fit flashing to window surround  
	 as required. Refer Trend® Installation Detail

2.	 Frame must be packed plumb, square 		
	 and not twisted between the opening. 		
	 Ensure the sill is fully supported, failure 		
	 to do so may result in sill roll on  
	 sliding	windows.

3.	 Secure aluminium windows by nailing 		
	 through reveal. Timber windows should 		
	 be secured by back nailing through stud, 		
	 not face of frame to stud. Alternatively,  
	 on cavity brick construction use 		
	 galvanised building lugs located at 		
	 450mm maximum centres.

4.	 Keep sash closed whilst  
	 installing frames.

5.	 Sill bricks should be at least 15mm clear 		
	 of window frame to allow for settlement.

6.	 Do not stand on the windows, or use 		
	 them as a support for scaffolding, or 		
	 slide material through the frame.

7. 	 Do not permit weight of eaves or arch 		
	 bars to bear on aluminium or  
	 timber frames.

8. 	 Remove cement mortar dropping from 		
	 windows immediately, taking care 		
	 to avoid scratching glass and frames, as 		
	 permanent damage can result.

No guarantee will be given if aluminium 
painted surfaces come into contact with acid 
when cleaning brickwork. Refer Terms and 
Conditions of Sale for full details.

NOTE:  The aluminium sill and outside brick 
skin must be separated with an isolator to 
prevent possible reaction between brick and 
mortar and the aluminium frame which can 
lead to crevice corrosion.

The sill must be level side to side and front 
to back and fully supported during and after 
construction.

installation instructions

All Trend® Windows are made to meet 
Australian Standards regulations AS2047  
and AS1288.	

These standards relate to the glass type, wind 
pressure and water penetration ratings of the 
window. However, as weather conditions vary 
it is essential that the correct window rating 
or design wind speed for the specific location 
be supplied to Trend® Windows & Doors prior 
to quoting and manufacture. This is further 
explained in AS2047.

The applicant for building approval or the 
approving authority shall nominate the  
window rating appropriate to the location of 
the building.

The minimum rating for each wind 
classification and a guide to the design wind 
pressure are set out in AS2047.

The minimum rating for housing is set out in 
AS2047.1, and the design window pressure 
for buildings other than housing shall be 
established appropriate to the location of the 
building.

Information on determining the window rating 
specification is available from AS4055, the 
Australian Window Association or Trend® 
Windows & Doors.

Compliance to Standards:

It is important to ensure that a valid 
compliance certificate is obtained for 
presentation to certifier/regulator to prove 
compliance to BCA and AS codes. 
An example of this is shown opposite.

window ratings
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care & maintenance

On site, windows and doors should be stored 
in a clean dry area free from cement, lime, 
paint, acid etc. 
 
During installation they must be protected 
from building fall-out such as wet plaster, 
mortar, paint and welding splatter. 
 
Remove wet plaster, cement, mortar and 
other droppings immediately, using ample 
clean water and a sponge or rag, to avoid 
permanent staining or scratching of  
finished surfaces.  
 
If removal is delayed and scraping becomes 
necessary the surface finish may suffer. Door 
tracks and window sills should be protected 
from planks, scaffolding and barrows, and 
kept clean of grit and dirt.  
 

Acid used for cleaning brickwork must be 
prevented from dripping onto aluminium or 
timber surfaces. Should this fail the acid must 
be immediately washed off with ample  
clean water. 
 
If stripable coatings or pressure sensitive 
tapes are used to protect exposed surfaces, 
care must be taken not to damage the finish 
during their removal. Prolonged exposure to 
sunlight can make them increasingly difficult 
to remove.

maintenance conditions

1.	 All powdercoated surfaces should be 
	 cleaned using a soft cloth or sponge with 
	 a solution of warm water.
	 Where the atmosphere is deemed to be 
	 non-hazardous eg. rural, the period 
	 between cleaning frequency can be 
	 extended up to twelve months.
	 In industrial environments or 
	 environments with atmospheric pollution 
	 the normal frequency of cleaning should 
	 be at not more than three monthly 
	 intervals. However where there is high 
	 atmospheric pollution, such as a marine/
	 coastal environment, cleaning should be 
	 conducted at monthly intervals.

2.	 Remove cement mortar dropping from 
	 windows immediately, taking care 
	 to avoid scratching glass and frames, 	

	 as permanent damage can result. 
	 Trend® Windows & Doors will not be 
	 liable for any damage that may occur 
	 if the timber or aluminium painted 
	 surfaces come into contact with acid 
	 when cleaning brickwork.

3.	 Timber products MUST BE sealed 	
	 (within one (1) month of delivery) with 	
	 two coats of paint, varnish or sealer 	
	 to both faces and edges including top 	
	 and bottom. Exterior quality finishes 	
	 in light reflective colours (not DARK 	
	 colours) must be applied to all  
	 products exposed to direct sunlight or 	
	 the elements.
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guarantee

a)	 The benefits conferred by guarantees herein are in addition to all
	 other rights and remedies in respect of the goods or services of 
	 which a consumer has under the Trade Practices Act (“the Act”) and 
	 similar State and Territory laws.

(b)	 Trend® Windows & Doors guarantees the product(s) supplied 
	 against defects arising from faulty workmanship or materials for 
	 a period of seven years (12 months for moving hardware and 
	 parts) from date of delivery and guarantees that services will be 
	 rendered with due care and skill. These guarantees shall be effective 
	 provided the following general and specific warranty conditions are 
	 complied with:–
	 (i)		  The product is installed and maintained in accordance with 

the manufacturer’s and/or the Australian Window Association - 
industry recommendations where applicable, and has not been 
subject to misuse, abuse or neglect.

	 (ii)		 Timber products are to be sealed (within one (l) month of 
delivery) with two coats of paint. Varnish or sealer to both faces 
and edges including top and bottom. Exterior quality finishes in 
light reflective colours (NOT dark colours) must be applied to all 
products exposed to direct sunlight or the elements.

	 (iii)		 All solid construction timber doors must be hung with three (3) 
100mm hinges.

	 (iv)	 A warp in a door will not be considered a defect unless it 
exceeds 5mm.

	 (v)		 Aluminium product surfaces which have been treated with 
a powdercoat finish provide a much higher resistance to 
scratching or scuffing and protects against normal weather 
conditions; however Trend® Windows & Doors does not 
warrant against fading or colour change due to normal weather 
conditions which will cause any coloured surface to fade or 
darken gradually.

(c)	 The Customer’s attention is drawn to Section 68A of the Act which
	 has the effect of enabling suppliers in respect of contracts for the 
	 supply of goods or services not being goods or services of a kind 
	 ordinarily acquired for personal, domestic or household use or 
	 consumption to limit their liability in certain circumstances for 
	 breach of certain of the conditions and warranties implied by 	
	 the Act.

(d)	 Conditional upon the goods or services provided by Trend® 
	 Windows & Doors not being of a kind ordinarily acquired for 
	 personal, domestic or household use or consumption and subject 
	 to any specific warranty or condition set forth herein and any 
	 warranty as to title implied by Section 69 of the Act and provided 
	 that in the circumstances it is fair and reasonable the liability of the 
	 Company is limited.
		  (a)	 In the case of goods, any one of the following as determined 	

	 by Trend® Windows & Doors:-
		  (i)	 the replacement of the goods or the supply of equivalent 
				    goods; or
		  (ii)	 the repair of goods; or
		  (iii)	 the refund of moneys paid;
		  (b)	 In the case of services, one of the following as determined by 	

	 Trend® Windows & Doors:–
		  (i)	 the supplying of the services again; or
		  (ii)	 the refund of moneys paid
				    If the goods or services supplied are not in accordance with 
				    the warranties then the Customer will advise the Company in 
				    writing to replace or repair the goods, resupply the services 
				    or make the payment as the case may be.

(e)	 To the full extent permitted by law, but subject always to the above 
	 terms, all conditions and warranties not expressly contained herein 
	 are hereby expressly negated and excluded.

(f)	 Subject to 8(c) and (d) above, Trend® Windows & Doors liability for 
	 any breach of contract or for any negligent act or omission is limited 
	 to the cost of replacement of the goods or supply of equivalent 
	 goods and shall not extend to consequential loss, loss of profits 
	 or any liability for damage to property or death of or injury to 
	 persons howsoever caused.

(g)	 If the goods or services provided by the Company are acquired 
	 for personal, domestic or household use and are not of 
	 merchantable quality or fit for the particular purpose advised by 
	 the Customer to Trend® Windows & Doors or in accord with a 
	 description or sample given by Trend® Windows & Doors to the 
	 Customer or free from any legal restriction on ownership then the 
	 Customer shall have the right to return the goods and claim a 
	 refund; and may be entitled to consequential damages.
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