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Installation
Trend® Casement Window | Building In Detail | Brick Veneer - 230mm wall
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Installation
Trend® Casement Window | Building In Detail | Double Brick - 280mm wall

HEAD DETAIL

SILL DETAIL

JAMB DETAIL

BRICKWORK BRICKWORK

BRICKWORK

FLASHING BY BUILDER

BRICK SILL

SILL FLAP

BRICKWORK

BUILDING IN LUGS AT
450mm CENTRESFLASHING BY BUILDER

FR
A

M
E 

SI
ZE

STORM MOULD
BY TREND OPTIONAL

BUILDING IN LUGS AT
450mm CENTRES

FLASHING BY BUILDER

STEEL LINTEL BY BUILDER

ALUMINIUM ANGLE AND 
FIXING BY BUILDER

CEMENT RENDER

FR
A

M
E 

SI
ZE

CEMENT RENDER

C
EM

EN
T R

EN
D

ER

HEAD 15

48.2

48.2

SILL

48.2

JAMB

BRICKWORK

15
15

OUTSIDE



7
Confidentiality Notice: This document and the information it contains are copyright and confidential to Trend® 
Windows & Doors Pty Limited. Disclosure, use and copying in any form whatsoever, except as authorised by 

Trend® Windows & Doors in writing, are strictly prohibited. Patents and Design Registrations pending.

Please note that drawings are not to scale

Trend® Casement Window | QC | Mk-4 | 1 Jul 2009

Installation
Trend® Casement Window | Building In Detail | Aluminium Cladding on Studs
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